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PAD MOUNT METERED SINGLE & THREE PHASE 
DISTRIBUTION PANEL 60-200A

ADPC

Options
	y External meter base (add -EM to part number)
	y Lighting contactors
	y Flasher controls
	y Sub breakers as required
	y Custom powder coat colours
	y Heater and thermostat
	y Cooling fan with controls
	y Up to 22 kAIC rated breaker
	y Built-in photocell, HOA and service receptacle

Features / Specifications
	y Marine-grade aluminum construction
	y Removable lifting ears
	y CSA Type 3R rated
	y PC101 Grey powder coat finish
	y Padlockable stainless steel 3-point latch mechanism 

and gas shock door stays
	y Designed to fit precast base
	y Deadfront wireways (conduit extensions not required)
	y Meter base and viewing window on door
	y Customer-specific breaker panel
	y Service entrance rated main breaker

PART NUMBER HEIGHT WIDTH DEPTH MAIN SERVICE MAIN BREAKER PANEL CCTS METER BASE
ADPC160-W 60 in 36 in 22 in 120/240V 1PH 60A 2P 18 100A 4J
ADPC1100-W 60 in 36 in 22 in 120/240V 1PH 100A 2P 18 100A 4J
ADPC3100-W 60 in 36 in 22 in 120/208V 3PH 100A 3P 18 100A 7J
ADPC3150-W 72 in 36 in 22 in 120/208V 3PH 150A 3P 30 200A 7J
ADPC3200-W 72 in 36 in 22 in 120/208V 3PH 200A 3P 42 200A 7J

Consult factory for optional sizes and configurations.
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