
Advanced Technology. Simple Solutions.

1-888-632-6477  |  sales@validmfg.com  |  validmfg.comRev 2.0

TELECOM TERMINATION PEDESTAL
SG

This family of Telecom Termination Pedestals is an easily installed pedestal ideal for TV, cable, and telephone, as well 
as fibre optics and cross-connect applications. These direct-burial pedestals with ground stakes are available in single 
and double-door designs as well as back-to-back configuration. The 14-gauge galvanized steel body construction offers 
additional corrosion resistance. PC116 Telco Green powder coat paint offers a durable finish.

Features / Specifications
 y 14-gauge galvanized steel construction
 y Padlockable hasp
 y Ground stakes with mounting hardware included
 y 5/8-in plywood panel
 y Ground bar termination
 y Louvers with filtered ventilation
 y PC116 Telco Green powder coat finish

Options
 y Concrete pad-mount
 y Custom powder coat colours

PART NUMBER DESCRIPTION NUMBER OF 
MOUNTING STAKES

DIMENSIONS
H W D

SG-2 SINGLE-SIDED, SINGLE-DOOR 2 48 in 13 in 6.5 in
SG-3 SINGLE-SIDED, SINGLE-DOOR 2 42 in 17.5 in 12.25 in
SG-4 DOUBLE-SIDED, SINGLE-DOOR 2 49 in 18.5 in 15.25 in
SG-5 SINGLE-SIDED, DOUBLE-DOOR 2 42 in 35 in 12.25 in
SG-6 SINGLE-SIDED, DOUBLE-DOOR 3 72.5 in 32.5 in 15.25 in
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