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METERED SERVICE CENTER 
SMC

The SMC Metered Service Centre is a free-standing back-to-back design with a compact footprint approved for use by 
Sask Power. The consumer section provides ample room for connecting loads to the busbars. The fully bussed unit is easily 
installed by both the utility service provider and customer.

Features / Specifications
 y Steel construction
 y CSA Type 3R rated
 y Back-to-back design
 y Padlockable 3-point handle
 y Service entrance rated main breaker with lock-off
 y Ground bar
 y Utility-approved CT enclosure
 y CT section pre-drilled and tapped
 y Fully bussed assembly
 y 400 and 600A have 3 - #6 to 350MCM lugs
 y 800 and 100A have  4 - #6 to 350 MCM lugs
 y Louvers with bug screen
 y Pad-mount design
 y Removable lifting ears
 y PC101 Grey powder coat finish

Options
 y Meter base
 y Distribution panel
 y Custom powder coat colours
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PART NUMBER AMP PHASE VOLTAGE HEIGHT WIDTH DEPTH
SMC4 400 1 120 / 240 66 in 36 in 30 in
SMC6 600 1 120 / 240 66 in 36 in 30 in
SMC8 800 1 120 / 240 74 in 48 in 30 in
SMC10 1000 1 120 / 240 74 in 48 in 30 in
SMC4-3 400 3 347 / 600* 66 in 36 in 30 in
SMC6-3 600 3 347 / 600* 66 in 36 in 30 in
SMC8-3 800 3 347 / 600* 74 in 48 in 30 in
SMC10-3 1000 3 347 / 600* 74 in 48 in 30 in

* Also approved for use with 120/208V

Lugs on busbar
(not shown)


