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WEATHERPROOF HINGED JUNCTION BOX 

VWHC

Features / Specifications
 y Galvanized steel construction
 y Pour-in-place gasket
 y CSA Type 3R rated
 y Wall-mount ears top and bottom
 y Hinged door with gasket
 y Padlockable hasp
 y Galvanized backpan standard
 y PC101 (ANSI 61) Grey powder coat finish
 y Custom sizes, material, and colour available

PART NUMBER HEIGHT WIDTH DEPTH
VWHC664 6 in 6 in 4 in
VWHC864 8 in 6 in 4 in
VWHC1084 10 in 8 in 4 in
VWHC1086 10 in 8 in 6 in
VWHC10106 10 in 10 in 6 in
VWHC12104 12 in 10 in 4 in
VWHC12106 12 in 10 in 6 in
VWHC12108 12 in 10 in 8 in
VWHC12126 12 in 12 in 6 in
VWHC12128 12 in 12 in 8 in
VWHC14126 14 in 12 in 6 in
VWHC16146 16 in 14 in 6 in
VWHC16168 16 in 16 in 8 in
VWHC18166 18 in 16 in 6 in
VWHC18168 18 in 16 in 8 in
VWHC18186 18 in 18 in 6 in
VWHC20168 20 in 16 in 8 in
VWHC20188 20 in 18 in 8 in
VWHC24106 24 in 10 in 6 in
VWHC24168 24 in 16 in 8 in
VWHC24186 24 in 18 in 6 in
VWHC24246 24 in 24 in 6 in
VWHC24248 24 in 24 in 8 in
VWHC242410 24 in 24 in 10 in
VWHC30248 30 in 24 in 8 in
VWHC302410 30 in 24 in 10 in
VWHC30306 30 in 30 in 6 in
VWHC30308 30 in 30 in 8 in
VWHC303010 30 in 30 in 10 in
VWHC362410 36 in 24 in 10 in
VWHC363010 36 in 30 in 10 in
VWHC363612 36 in 36 in 12 in

Options
 y No backpanel and backpanel mounting studs 

(Add ‘-NB’ to part number)

The VWHC junction box comes with a padlockable, hinged lid and is intended for use in outdoor applications for protection 
from rain, sleet, and snow.  These enclosures are rated Type 3R and manufactured with galvanized steel for additional 
corrosion protection. Backpans are standard for ease of mounting equipment. Junction boxes are finished with PC101 
(ANSI 61) Grey powder coat paint.  


