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WALL-MOUNT TYPE 3R ENCLOSURE

WMC10

The Nema 3R enclosure is designed as a wall-mounted cabinet mainly used to house controls. It can be used for any 
outdoor application and can be mounted to a solid surface. This cabinet is designed to fill the specialty needs for 
overhead bridge signs, camera controls, cellular sites, and other communication control stations. 

Features / Specifications
	y Marine-grade aluminum construction
	y Powder coated PC101 Grey
	y NEMA 3R rated
	y Padlockable, 3-point latch mechanism on door
	y Door stays
	y Slanted roof to repel rain, ice, and snow
	y Complete backpan
	y Filtered louvers
	y Wall-mount
	y ETL-certified to applicable CSA and UL standards
	y Listed on BCMOT&I Recognized Products List 
	y ⅛-in. marine-grade aluminum construction

OptionsOptions
	y Heater and thermostat
	y Fan and thermostat
	y Lights and door switch
	y Styrofoam insulation
	y Shelves
	y Side panels
	y Security handle cover
	y Electrical controls / power distribution
	y Pre-punched back pan
	y Recessed handle
	y Fold-down laptop tray
	y Convenience receptacle
	y Custom powder coat colors
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WALL-MOUNT TYPE 3R ENCLOSURE

WMC10

PART NUMBER HEIGHT WIDTH DEPTH MATERIAL
WMC10A 48 in 34 in 22 in ALUMINUM

Contact Valid for all available options.
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